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Question: 31

Which three steps are necessary to make a successful Implementation of Avaya Breeze™ WebRTC Snap-in? (Choose
three.)
A. Load the Snap-in.
B. Download and Install WebRTC License file.
C. Busy and Release the WebRTC snap-in.
D. Manually configure the WebLM IP address in the WebRTC configuration attributes.
E. Install the Snap-in.

Answer: A,B,E

Explanation:

Step 1: Download and install the license file

Procedure

Question: 32

After running the Install wizard on Avaya Session Border Controller for Enterprise (SBCE), you added a Public
Outside IP address to the B1 interface. You try to ping this IP address from a PC in the same subnet but it falls.

What would you do first to resolve the issue?
A. Restart Applications.
B. Set the Default Gateway router IP address, navigate to the Interfaces and Enable the B1 Interface.
C. Reboot SBC
E. Navigate to Device Specific Settings > Network Management > Interfaces and Enable the B1 interface.

Answer: D

Explanation:

The interface might need to be enabled.



Question: 33

In Avaya Aura® Messaging (AAM) 6.3, how many Call Answering Ports can one Application Server support?
A. up to 100 Ports
B. up to 10 Ports
C. up to 1000 Ports
D. up to 10000 Ports

Answer: A

Explanation:

The Call Answer Ports range is 2C100.

References: Administering Avaya Aura Messaging, page 34
https://downloads.avaya.com/css/P8/documents/100112131

Question: 34

Which three steps are necessary to make a successful Implementation of Avaya Breeze™ WebRTC Snap-in? (Choose
three.)
A. Load the Snap-in.
B. Download and Install WebRTC License file.
C. Busy and Release the WebRTC snap-in.
D. Manually configure the WebLM IP address in the WebRTC configuration attributes.
E. Install the Snap-in.

Answer: A,B,E

Explanation:

Step 1: Download and install the license file

Procedure



Question: 35

After running the Install wizard on Avaya Session Border Controller for Enterprise (SBCE), you added a Public
Outside IP address to the B1 interface. You try to ping this IP address from a PC in the same subnet but it falls.

What would you do first to resolve the issue?
A. Restart Applications.
B. Set the Default Gateway router IP address, navigate to the Interfaces and Enable the B1 Interface.
C. Reboot SBC
E. Navigate to Device Specific Settings > Network Management > Interfaces and Enable the B1 interface.

Answer: D

Explanation:

The interface might need to be enabled.
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